
 LED GROWING LIGHT 
PRODUCT 
C ATA LOG
FLW 250/260

Bioled is a global provider of smart lighting for crop and cannabis 
cultivation. The company’s line of advanced LED solutions delivers 
industry-best efficiency and durability for indoor, greenhouse 
and hybrid growing environments. Anchored by groundbreaking 
technology, Bioled’s user-friendly solutions enable optimal lighting 
based on specific crop requirements and growing conditions to 
increase crop yield and quality, lower costs, and enhance profitability. 
Led by a team of professionals with extensive R&D, engineering, 
and electronic manufacturing and design experience, Bioled offers 
fully upgradeable solutions and cloud-managed smart greenhouse 
systems that are leading the way in high-tech farming.

GROW ANYTHING
ANYWHERE, ANYTIME
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LED CHIP PAR* POWER* EFFICACY
(µM/m²/w)

VOLTAGE 
(volts)

WEIGHT* FREQ
(Hz)

FLW - 250 Osram 650 µM/m² 250W 2.6 230/115 4.9Kg 50-60

FLW - 360 Osram 900 µM/m² 360W 2.5 230/115 9.9Kg 50-60
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FLW - 250/360
FULL SPECTRUM

The FLW 250 / 360 Full Spectrum is a modular light 
solution for Cannabis cultivating in indoor facilities. 
Available as a single unit or as part of a lamp kit, 
FLW 250/360 is a powerful heavy duty
solution that offers industry-best efficiency and 
durability. Anchored by Osram LED chip technology, 
the powerful, cost effective solution incorporates 
a wide range of spectrums, each customizable for 
specific growing conditions and requirements for 
the different grows stages: (1) rooting; (2) vegetating, 
and (3) flowering to enable optimal lighting. 

INDOOR 
Cannabis, Israel

•  Advanced electronic technology for higher efficiency
•  Modular light bar solution for greater flexibility
•  Embedded driver for user-friendly, lightweight solution with no external driver
•  Wide spectrum options for optimal lighting and enhanced crop quality/yield
•  Plug-and-play capabilities for easy installation

* per meter

HIGHLIGHTS

Highly Efficient Indoor/Greenhouse 
Crop Cultivation 

SPECIFICATIONS 
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Highly Efficient LED Light System

Power factor > 0.98

Temperature -20-50oC (-4-122oF)

Thermal management Automatic control & passive cooling

Lifetime 60,000 hours

Beam angle 120°

Cable length 1.5m

LED chip Osram

Certification/Approval CE approved

Warranty 3-5 years

Full Spectrum

Bioled offers a wide range of spectrum options from which to 
choose.

CONFIGURATION SIZE  
(cm)

POWER 
(watts)

PAR*

(µM/m²)
WEIGHT 
(Kg)

CATALOG NUMBER

FLW - 250 65.5x30 250 650 4.9

FLW - 360 65.5x50.5 360 900 9.9
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FEATURES SPECTRUM

ORDERING INFORMATION

* PAR may change according to spectrum
Values are based on 230 VAC input, 50-60 Hz frequency
Specifications may change without prior notice due to continuous improvements

Each product came with iron 
wires to hang the product.

FLW - 250 FLW - 360

CONFIGURATIONS

GROW ANYTHING
ANYWHERE, ANYTIME


